Street-Smart Acceptance Test Cases

Team 6- The Big Endians

	Test Case ID:
	GPS01

	Test Case Name:
	Get Driving Guidance for Normal Route

	Functionality:
	Baseline

	Test Sequence:


	1. Start Application*

2. Click on ‘Destinations’ tab and select a Target Destination.

3. The ‘Current Position’ field gets displays the current position and keeps getting updated as the client moves

4. The ‘Next Position’ field displays the next street the client needs to go to in order to reach the destination with the shortest path.

5. As the client moves, synchronous with the updating of the ‘Current Position’ field, the ‘Next Position’ gets re-calculated accordingly.

6. This happens till the ‘Current Position’ is the same as the ‘Destination Position’, at which point, a confirmation message is displayed to indicate that the client has reached his/ her destination.
7. To choose another destination, the client chooses another destination and the application restarts from step 2.



	Configuration/ Deployment Issues:
	No

	Known Problems:
	No


	Test Case ID:
	GPS02

	Test Case Name:
	Get Driving Guidance with same Start and Destination Street

	Functionality:
	Baseline

	Test Sequence:


	1. Start Application *
2. Click on ‘Destinations’ tab and select a Target Destination.

3. The ‘Current Position’ field displays the current position.

4. In an event that the current position is the same as the destination position, a message is displayed indicating that the client is at the destination (Same as when the client reaches his/ her destination.

5. To select another destination, the client chooses another street name.
6. If the client chooses another destination and the application restarts from step 2.



	Configuration/ Deployment Issues:
	No

	Known Problems:
	No


	Test Case ID:
	GPS03

	Test Case Name:
	Disconnect the service

	Functionality:
	Baseline

	Test Sequence:


	1. Start Application*
2. At any stage, when the client presses the ‘disconnect’ button, the service is disconnected and the street-smart dialog box is shut.

	Configuration/ Deployment Issues:
	

	Known Problems:
	


	Test Case ID:
	GPS04

	Test Case Name:
	Unable to establish connection 

	Functionality:
	Exception Handling

	Test Sequence:


	1. Disconnect from EJB server
2. Try to start application

3. The start times out and Naming Exception is displayed in dialog box.

	Configuration/ Deployment Issues:
	No

	Known Problems:
	It takes some time for the client to detect the error and seems the client is trying to connect to the server for a period of time. It seems it is a runtime issue and catching the correct exception seems hard. Also we don’t know how to hide the exception trace displayed in the console.


	Test Case ID:
	GPS05

	Test Case Name:
	Database Crash 

	Functionality:
	Exception Handling

	Test Sequence:


	1. Start Application

2. Disconnect the database server

3.  Exception is displayed in the bottom status message box

	Configuration/ Deployment Issues:
	

	Known Problems:
	It takes some time before the error is detected and displayed.


	Test Case ID:
	GPS06

	Test Case Name:
	EJB Server Crash 

	Functionality:
	Exception Handling

	Test Sequence:


	1. Start Application*
2. Shut down the Server

3. While trying to run the application by Choosing a destination, the error is caught and a message is displayed in the text field

	Configuration/ Deployment Issues:
	

	Known Problems:
	It takes some time before the error is detected and displayed.


Start Application* -     java –jar gpsclient.jar

