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Outline

• Complex to optimize losses by trial and error
• AC OPF must be usedAC OPF must be used
• The role of optimizing generator voltages
• The role of optimizing settings of voltage‐
controlled transformers



Voltage controlled transformers in SMGVoltage‐controlled transformers in SMG



Scenarios studiedScenarios studied

• Thermal line limits included
• Voltage limits .95‐1.05pu vs. .95‐1.02 puVoltage limits .95 1.05pu vs. .95 1.02 pu
• Transformer ratios set to 1pu; vs. optimized 

i hi ll d li i 1 / 01within allowed limits; vs. set to 1pu +/‐ .01pu



Typical voltage optimizedyp g p



Resulting cost sensitivitesResulting cost sensitivites



Key findings

• Line limits observed; voltage .95‐1.05pu; 
generator and transformer oltage optimi edgenerator and transformer voltage optimized :
‐Total generation 69.04MW, load 67.732MW and AC line loss 
1.27MW.
‐ OSF of line 1887‐1714 the highest, therefore this is the cause 
of inefficiency. 

• Line 1887‐1714 relaxed; voltage .95‐1.05pu; ; g p ;
generator and transformer voltage optimized. 
‐Total generation 68.96MW, AC line loss 1.119MW.g ,
‐ Cost of thermal limit.





Key findingsy g
• Tradeoff between efficiency and reliability

• The effect of voltage‐controlled transformers
‐not huge effect on system loss; 
‐could be critical for feasibility of the solution (1pu does not have a solution; 1pu y ( p p
+/‐ .01 feasible)

• The effect of generation voltage optimizationg g p
‐critical for feasibility of the solution (below 1.2pu no solution);
‐voltages are generally set to the highest possible  value, but not at all 
locations (need AC OPF to compute the actual settings)locations (need AC OPF to compute the actual settings)

• The use of highest optimization sensitivities of cost with respect to 
voltage optimized thermal limit constraints real and reactivevoltage optimized, thermal limit constraints,  real and reactive 
power capacity limits
‐extremely useful
id ifi h i h l bl ( i d/ l i )‐identifies where is the real problem (operations and/or planning)



Proposed approach 
• Using highest  optimization sensitivities decide what to 

optimize first
• Find first what are the optimization sensitivities of 

equipment under control of system operator (generator 
and transformer voltages); in this case these are OSVs andand transformer voltages); in this case these are OSVs and 
OSF of specific line (hard to find by analysis a 10kV LV line 
1887‐1714)
C id hi h t ti i ti iti iti i i• Consider highest optimization sensitivities remaining 
(typically at LV buses, OSPs and OSQs) to decide where to 
build distributed generation  (DGs) for loss compensation 
purposes

• There are generally many of these, of the very small size
• The major research question Is this where it may be• The major research question: Is this where it may be 

beneficial to begin to do loss compensation  using DGs
instead of investing in large equipment (capacitor banks)
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